
 TEKNISK SPESIFIKASJON/TECHANICAL SPECIFICATION. 
  
            12 VDC Elektrisk Opphaler/ 12VDC Electrical Hauler 
 

                                      PROFISHER E and P  
 
NORSK: 

 

GENERELLT: 

 
Både PROFISHER P og E kan leveres med 4 forkjellige verktøy. Det er: Plast-trommel m/lineskive, 

Aluminiumskive m/2 kilspor, Stor Aluminiumskive m/2 kilespor og Taunokk (Capstain).  

Det er lettt å bytte verktøy.  

 
Ekstrautstyr: 
2 typer bommer å velge blant. 

1.Lang teinebom max belastning 90 kg, og løfter 78 cm over rekken. 

2. Kort teinebom max 180 kg, og løfter 60 cm over rekken. 

 

Det er 2 typer fester å velge. Planfeste eller Vinkelfeste.  

 

Material: 
Materialet som er anvendt består av plast (PA 6)) som tåer +/- 60 grader, sjøvannsbestandig aluminium og 

rustfritt stål. 
 
Teknisk beskrivelse PROFISHER P (Bensin)       

Tekniske beskrivelse: 

PROFISHER P består av markedets mest stillegående 4-takts Honda GX 25, for bensin, tilkoblet et gir, via 

et midtstykke, for å oppnå riktig utveksling. Midtstykket er patentert og har flere funksjoner, bl. a. 

senifugalkobling. 

 Drivstoff: 

Bruk 4-takts 95 oktan miljøbensin. Dersom det brukes vanlig 95 oktan bensin er det anbefalt å 

ha 0,5 - 1 % mengde (en tank-kort) med 2-takt olje for luftkjølte motorer, som f.eks motorsager. 

Ikke bruk «outboard» motorolje!  
 
 

Løfteevne: 0 - 180 kg Opphalingshastighet: 0- 30 meter/min. - trinnløs. Vekt på opphale: 13-16 kg, alt etter 

hvilket utstyr som er påmontert. Normal drift full tank:Ca 1,5 time.  CE-merket 

 

Teknisk beskrivelse PROFISHER E (Elektrisk) 
Løfteevne: 0-150kg. Opphalingshastighet :0- 30 meter/min. - trinnløs. Motoreffekt 300W (Børsteløs). 

Strømbehov uten last: 2 Amp. Strømhehov full last: 20 Amp. Vekt på opphaler: 13-16 kg, alt etter hvilket 

utstyr som er påmontert. CE-merket. 

 

 
 
 
 
ENGLISH: 
 



GENERAL: 
 
Both PROFISHER P og E are available with 4 different «Tools». This is:: Plastic Drum m/line sheave, 

Aluminium Wheel w/2 normal sheave sets, Big Aluminium Wheel w/2 sheave sets, 1 Big and 1 normal and 

Rope wheel (Capstain) (see all 4 tools in price list).  

It is easy to change tools. 

 

Accessories: 
2 type Crab bar: 

1.Long crab bar max 90 kgs weight, and lifts 78 cm above the boat railing. 

2.Short crab bar max 180 kg, and lifts 60 cm above the boat railing. 

 

There are 2 types boat stands: Flat boat stand or Angle boat stand.  

 

Materials used: 
Materials used consist of plastic (PA 6)) which withstand +/- 60 grader, sea water recistant and anodized 

aluminium and stainless steels 
 

 
 
Technical description PROFISHER P (Gasoline): 
The winch consists of a low noise 4-stroke high quality petrol engine Honda GX 25, connected to a 

transmission (gear box), via a connecting piece to obtain correct ratio. The Connecting is patented and 

has several functions, ea centrifugal clutching. The winch has from July 2011 new drum. The big skeave 

for net & rope and the sheave on the side for rope & long line. Materials used is  

plastic (polyethylene)to withstand +/- 60 degrees C, sea water resistance aluminium and stainless steel. 

Recommended fuel for the engine is unleaded envirnoment 95 octane petrol. 

If using 95 octane normal petrol, then mix in 0,5-1% normal motor oil for air-cooled engins. Do NOT use 

outboard motor oil!!!  

  

Lifting capasity: 0 - 180 kg. Inhaulingcapasity: 0- 30 meter/min. - stepless. Weight of winch: 13-16 kg. 

Aver. endurance full tank: Approx. 1,5 hour. CE-Certified. 

Accessories: 

LongCrab bar max lifting weight 90 kg and lifts 78 cm over the reel. Shorter Crab bar max lifting weight 

180 kg, and lifts 60 cm over the reel. 

 
Technical description PROFISHER E (electrical): 

 

Lifting capasity: 0-150kg. Inhauling capasity:0- 30 meter/min. - stepless Motor Efficiency 300W 

(Brushless). Current demand unloaded: 2 Amp and full load: 20 Amp. Weight of hauler: 13-16 kg, CE-

Certified 

 

 


